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Features

High level of detection 
uniformity
High discrimination
Highly visible double display 
provides single or multiple 
locations of metal objects in 
transit
Very high speed of detection
High immunity to external 
interferences
Direct selection of International 
Security Standards
High reliability
Local or remote programming 
with networking capabilities
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High Performance Walk-Through Metal Detector
CEIA HI-PE Multi Zone

The information was provided to HighCom by the manufacturers of the respective product.  HighCom does not have any reason to doubt the accuracy of the information provided.  
HighCom is not responsible, and will not be held liable, for the accuracy of the information provided by any such third party, or for any damage or expense that may be sustained in 
reliance thereupon.  HighCom reserves all right to change the information at its sole discretion by posting the changed items, without more being done. No notifi cation will be issued in 
connection with any such change.

Overview
The HI-PE Multi Zone is a high performance walk-through metal detector that exceeds 
all international security standards. A “height on person” display indicates the actual 
location of a suspected weapon by means of illuminated LEDs.

Unlike metal detectors with multiple receiver-transmitter coils and fi xed location zones, 
the HI-PE Multi Zone uses variable and continuous location zones to achieve optimum 
resolution. In addition to the standard “Floating” operating mode, the “8-Zone” and 
“4-Zone” operating modes allow the alarm threshold to be individually adjusted for each 
zone. 

The HI-PE Multi Zone can be supplied with optional emergency batteries that operate 
automatically in the event of a power failure. The control unit is built-in and programming 
access is protected both by a mechanical lock and by alphanumeric passwords. An 
optional photocell transit counter enables statistical data collection. The washable panels 
are equipped with shock absorbent edges to protect against damage.

The HI-PE Multi Zone is manufactured using the most advanced electronics technology 
and conforms to ISO 9001 Quality Control Standard procedures.
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